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Description: Applications:

·RoHS,Halogen Free and REACH Compliance ·Power supplies

·Low cost

·High saturation current ·Others  electronic equipment,etc.

·General purpose inductors.

Product Identification

Dimensions-mm

Dimensions-mm
Fig2

TYPE A Max. D Max. C typ. C1 typ.

THR0205 6.0 3.5 3.5 3.5

THR0310 11.0 5.0 7.5 5.0

THR0415 16.0 5.5 12.5 6.0

THR0520 21.0 7.0 15.0 8.0

THR0630 31.0 9.5 25.0 10.0

·Power amplifiers

              THR     ��  ��      �     ���      �

Fig1:standard type

Product Series

Dimensions

Inductance Value

Tolerance: T:� 30%, M:� 20%

Product Type: V: �� H:��
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Electrical Characteristics

Inductance RDC( � )
Rated

Current SRF(MHZ) Wire Size NO.of Turns Tolerance
(uH )@1KHZ MAX (A)MAX. MIN. (mm) Ref. (±%)

THR0630V4R7K 4.7 0.005 16.08 85 1.60 12.5 10

THR0630H4R7K 4.7 0.005 16.08 85 1.60 12.5 10

THR0630V5R6K 5.6 0.005 16.08 80 1.60 14.5 10

THR0630H5R6K 5.6 0.005 16.08 80 1.60 14.5 10

THR0630V6R8K 6.8 0.008 10.61 75 1.30 15.5 10

THR0630H6R8K 6.8 0.008 10.61 75 1.30 15.5 10

THR0630V8R2K 8.2 0.009 9.04 67 1.20 16.5 10

THR0630H8R2K 8.2 0.009 9.04 67 1.20 16.5 10

THR0630V100K 10.0 0.010 9.04 64 1.20 19.5 10

THR0630H100K 10.0 0.010 9.04 64 1.20 19.5 10

THR0630V120K 12.0 0.018 6.28 57 1.00 20.5 10

THR0630H120K 12.0 0.018 6.28 57 1.00 20.5 10

THR0630V150K 15.0 0.023 5.08 53 0.90 23.5 10

THR0630H150K 15.0 0.023 5.08 53 0.90 23.5 10

THR0630V180K 18.0 0.030 4.02 49 0.80 24.5 10

THR0630H180K 18.0 0.030 4.02 49 0.80 24.5 10

THR0630V220K 22.0 0.045 3.07 44 0.70 27.5 10

THR0630H220K 22.0 0.045 3.07 44 0.70 27.5 10

THR0630V270K 27.0 0.050 3.07 42 0.70 31.5 10

THR0630H270K 27.0 0.050 3.07 42 0.70 31.5 10

THR0630V330K 33.0 0.060 2.65 36 0.65 35.5 10

THR0630H330K 33.0 0.060 2.65 36 0.65 35.5 10

THR0630V390K 39.0 0.080 2.26 34 0.60 40.5 10

THR0630H390K 39.0 0.080 2.26 34 0.60 40.5 10

THR0630V470K 47.0 0.110 1.90 32 0.55 44.5 10

THR0630H470K 47.0 0.110 1.90 32 0.55 44.5 10

THR0630V560K 56.0 0.140 1.57 30 0.50 46.5 10

THR0630H560K 56.0 0.140 1.57 30 0.50 46.5 10

Notes:
1.tolerance K=±10% /  M=±20%
2.All test data is referenced to 25�  ambient.
3.Operating temperature range ����  ~ ���� (Including self - temperature rise)
4.Rated current: It is either the inductance is 20% lower is than its initial value in DC. Saturation characteristics
5. Measure Equipment�
L� Agilent/ E4980 or HP4284A (under 1MHz), HP4285A (over 1MHz)
RDC� Chroma 16502
Idc� HP4284+42841A or WK3260B+WK3265B
6.Test Condition:
Temperature:26� 3�
Humidity:<70% RH

Part No.


